ERW

- LOW COST & SWIFT DELIVERY
- TAPE & AMMO PACKAGE

- COLOR BAND MARKING

- AVAILABLE NON-INDUCTIVE
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DIMENSION (mm)

TYPE
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l ERW-1 400 120 0.8 37

: .\: d % ERW-2 4.70 138 0.8 35

D j
S |_ ERW-3 550 15.7 08 35
Meterial Specifications
CORE : END CAPS :
B CERAMIC-STEATITE OR ALUMINA, DEPENDING ON PHYSICAL SIZE B STEELCAPS
ELEMENT : COATING :
B COPPER-NICKEL ALLOY OR NICKEL-CHROME ALLOY, B SPECIAL HIGH TEMPERATURE SILICONE
DEPENDING ON RESISTANCE VALUE.
STANDARD TERIMINAL :
B TINNED COPPERWELD

Electrical Specifications

WATTAGE MAXIMUM RES. RANGE(Q) LOADLIFE TEMP. COEFFICIENT
it WORKING + 3% MAX AR 100 PPM/T & ABOVE
BAMNCLA VOLTAGE W(0.05-) N{D.05)
DIELECTRIC STRENGTH TOLERANCE
ERW-1 1 3 80 40
{ ! ] -500VAC MIN. -+ 5% STANDARD
ERW-2 2 6 150 80
INSULATION RESISTANCE
ERW-3 3 9 200 100 -1,000 MEG OHM MIN.
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HMRTYPE OPTIONS v v PACKAGE
Rated Wattage W:Ind Value T:Taping
Tolerance [
N: Non-Inductive B: Bulk
R: Reel

'Specifications given herein may be changed at any time without prior notice. Please confirm technical specifications before your order and/or use.'



