ARW

- COMPLETE WELDED CONSTRUCTION
- WIDE RESISTANCE RANGE : 0.10~100KQ

]

' - TOLERANCE FROM : +0.05%

\ | - AVAILABLE ON TAPE & REELED : TW TO 5W
\ - HIGH TEMPERATURE SILICONE COATED

\ - AVAILABLE IN NON-INDUCTIVE STYLE (TYPE N)

- SPECIAL MATCHING AVAILABLE (TC.R AND TOLERANCE)

TYPE

D(20.8) L(#15) d(20.02) 1(1)

ARW-05 130 100 07 37

ARW-1 400 120 08 37

e o 'ﬂ ARW-2 470 128 08 35

ARW-2 590 15.7 08 35

¢
16 s )__ n] ARW-5 852 225 1.0

ARW-7 852 245 1.0 a4

ARW-105 852 392 1.0 35

ARW-10L 1050 462 1.0 33

Meterial Specifications

CORE : END CAPS :
I CERAMIC-STEATITE OR ALUMINA, DEPENDING ON PHYSICAL SIZE H STEELCAPS
ELEMENT : (COATING :
B COPPER-NICKEL ALLOY OR NICKEL-CHROME ALLOY, B SPECIAL HIGH TEMPERATURE SILICONE
DEPENDING ON RESISTANCE VALUE.
STANDARD TERIMINAL :

M TINNED COPPERWELD

Electrical Specifications

TEMPERATURE COEFFICIENT
. WRTTACE MAXIMUM RES. RANGE(Q) e
RATING(W) WORKING -BELOW 10
VOLTAGE W(o.1-) N©.1) -102~9.90: +50PPM /T
-10 0 AND ABOVE : 220PPM / T
ARWE0S 950 ) 2 13 (CONSULT FACTORY FOR SPECIALT.C.R REQUIREMENT)
ARW-1 w 50 8K ES
] TEMPERATURE COEFFICIENT
ARW-2 w 100 10K LS _ 500VAC MINIMUM
ARW-3 3w 200 18K oK
INSULATION RESISTANCE
ARW-5 W 400 5K 17K - 1000 MEG OHM MINIMUM DRY, 100MEG OHM MINIMUM
AFTER MOISTURETEST
ARW-7 ™w 450 50K 25K
ARW-105 10w 700 70K 35K
ARW-10L oW 800 100K 50K
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100 HAVE AN OPERATING TEMPERATURE
90 RANCE-55T ~+350T
o 80
g 70 B THEY MUST BE DERATED AT
g ng 155 HIGH AMBIENT TEMPERATURE ACCORDING
E 40 “TOTHE CURVES ON ABOVE
N
S 3y
S 20 e
® 10 ~
-5s 25 75 125 175 225 275 325 375
0 S0 100 150 200 250 300 350
AMBIENT TEMPERTURE(C)
Performance
TEST HMR Maximum
LOADLIFE +(.5% +0.050) AR
MOISTURE RESISTANCE +(.29% +0.050) AR
TEMP COEFFICIENT 20 ~90 PPM/ T
THERMAL SHOCK +(.2%+0.050) AR
SHORT TIME-OVERLOAD £(.2% +0.050Q) AR
DIELECTRIC £(.1% +0.050) AR
LOW TEMP STORAGE #+(.2% +0.050) AR
HIGH TEMP EXPOSURE #(.5% +0.050) AR
SHOCK +(.1% +0.050) AR
VIBARATION +(.1% +0.050) AR
TERMINAL STRENGTH +(.1% +0.050) AR
How to Order
ARW. 1 w 1000 F T
HMRTYPE OPTIONS PACKAGE :
Rated Wattage W: Inductive Reslstance Value Resistance T:Taping
N: Non-inductive Tolarance B: Bulk

R:Reel

*Specifications given herein may be changed at any time without prior notice. Please confirm technical specifications before your order and/or use.



