MPR-A

- AXIAL LEAD STYLE (A-TYPE)
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DIMENSION (mm)

TYPE
L+1 W1 H1 I{Min) d+0.02
MPR-1A 13.0 6.5 7.0 35 0.8
e ot MPR-2A 180 6.5 7.0 35 0.8
MPR-3A 220 8.0 8.5 35 0.8
.:c} = MPR-5A 215 9.5 9.5 35 0.8
] = | . .
‘ i MPR-7A 345 9.5 9.5 35 0.8
) | o I I I
l \ MPR-10A 480 9.5 9.5 35 1.0
MPR-15A 480 125 125 35 1.0
MPR-20A 625 125 125 35 1.0

Electrical Specifications

AATED iy RESISTANCE RANGE MAXIMUM CURRENT
TXRE WATTAGE(W) RANGE(2) 0.00501 ~ 0.80 2W ~ 5W: 15A
| 7W ~ 10W: 30A
MPR-1A w a0 INSULATION RESISTANCE
1,000 MEG 02 MIN. MEASURING POINT
MPR-28 w Sme=50m THE REFEREE PAINT FOR ATTACHING
MPR-3A w 5m~100m TEMPERA TURE COEFFICIENT ELIETES T LEAD SHALLEE Rk AL
.20 + 90PPM, 200PPM, 400PPM, GOOPPM | YT 10MM£0.5 FOR RACIALTYPE
MEE SR W 5m~100m 4mm0.5 FROM BODY
MPR7A w 10m~120m TERMINAL STRENGTH
' RADIALTYPE : 1Kg
MPR-10A 10w 10m~300m AXIALTYPE : 4.5Kg
MPR-15A 15W 10m-~300m
MPR-20A 20W 10m-~400m
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HOW TO ORDER
MPR 5 A 0010 J

HMR Type (Metal Plate Resistor)

Rated Wattage Style Reslstance Value Reslstance
Tolerance

‘Specifications given herein may be changed at any time without prior notice. Please confirm technical specifications before your order and/or use.'



